INSTRUCTIONS FOR 


PHILCO 37°38 
A MUSICAL IN STRUMENT OF QUALITY 


STANDARD BROADCAST RECEIVER 
(For Battery Operation) 


PHILCO wants every purchaser to obtain from his set the 
fine performance that PHILCO engineers have built into it. 


The few minutes required to read these instructions will be 
amply repaid in a better understanding of the set and the 
knowledge of how to operate it correctly, so as to enjoy the 
many interesting programs now on the air. 
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INSTRUCTIONS—PHILCO MODEL 37-33 
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Description 


Philco Model 37-33 is a battery-operated super- 
heterodyne radio receiver capable of receiving | 
standard American broadcasts and some U. S. 
Police Stations. 

This receiver operates from a Philco long-life 
storage “A” battery and a Philco dry-type long- 
life plug-in combination “B-and-C” battery. 

To get the full performance that is built into 
this receiver by Philco, please read and follow 
these instructions as carefully as possible. 


On-Off Switch 
and Volumo 
Control 


Installation 


Two terminals are provided (at the rear of the 
chassis) for connecting the aerial and ground. 
The one for the acrial is marked “ANT.” 

For best results use an outdoor aerial such as 
the Philco Standard Aerial, consisting of a 
stranded copper wire suspended horizontally, 
about 75 feet long. The aerial should be as 
high above the ground as possible and should 
be supported by insulators at both ends. The 
upper end of the lead-in must be soldered to 
the aerial wire and the lower portion brought 
into the house through a porcelain tube or by 
means of a “window-strip” connector, 

Make the ground connection by running a 


| wire from the ground terminal on the set to the 
‘nearest water or radiator pipe, using a “ground 
clamp” on the pipe. 


Preliminaries 


Locate the radio at a suitable place in the room, 
with due consideration to convenience of opera- 
tion, appearance, tone, and handy connection 
to the aerial. For best tone, the back of the set 
should be a short distance from the wall. 

Remove all cardboard packing material, pack- 
ing tags, etc., from the chassis. 


Station 
Selector 


Connecting the Batteries 


‘The batteries furnished with the receiver are 
1 Philco Type 172-R two-volt storage (wet) 
“A” battery. 
1 Philco Part No. 41-8007 dry combination 
| “B-and-C” battery. 

Locate the batteries near the set, so that the 
battery cable attached to the chassis will reach 
them easily. 
| Insert the plug at the end of the battery cable 
(attached to receiver) into the socket on the 
plug-in “B-C” battery unit. Observe the ar- 
rangement of pins on the plug and the corre- 
sponding holes in socket, so you will be sure to 
insert it correctly. 
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INSTRUCTIONS—PHILCO MODEL 37-33 


Connect the white wire with black tracer 
(emerging from battery cable) to the positive 
(plus) terminal of the storage “A” battery and 
the plain white wire to the negative (minus) 
terminal. 

Be careful that the cable carrying the plug 
does not rest on or near the storage “A” bat- 
tery, otherwise acid fumes from the vent cap of 
the battery will damage the covering of the 
cable. 


Operating 


Observe the illustration before operating. Turn 
the “On-Off Switch and Volume Control” (lower 
knob) to the right (clockwise) about half its 
range. This supplies current to the receiver and 
illuminates the dial. 

Now select the station or program desired 
by turning the Station Selector. The figures 
on the scale, by adding a zero, are “kilocycles” 
(KC), as given in most station lists. For ex- 
ample: WJZ (760 KC) is tuned in at 76; 
WABC (860 KC) at 86. After selecting the 
station, tune it in accurately, then adjust volume 
to suit your taste. Do NOT reduce volume by 


turning the “Station Selector” away from the 
Station, as this will impair the tone. 


Police Calls 


State Police and some U. S. Municipal Police 
Stations may be received at the upper end of 
the scale (above 160). 


Battery Life 


The storage “A” battery will require recharg- 


| ing at intervals, depending upon the amount 


the receiver is operated. Be sure to add dis- 
tilled water to the cell regularly and be careful 
that it is charged only at the correct rate as 
specified on the battery case. 

The life of the combination dry “B-and-C” 
battery unit will depend upon how often and 
how long the receiver is used. With average 
use of several hours per day a reasonable life 
should be obtained. If reception becomes weak 
after several months, have the voltages of the 
unit checked. If it has lost 25 per cent or more 


of its original voltage, a new one should be pur- 


chased. 


SERVICE 


For the convenience of all radio owners, Philco has developed a plan for 
prompt, efficient radio service in every locality. This plan is known as “Radio 
Manufacturers Service.” There is a member in your neighborhood—his shop 
or store can be identified by the emblem shown here. To make sure of guar- 
anteed work, genuine Philco tubes and parts, and standard prices—call a 


member of Radio Manufacturers Service. 
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Lock for this 


Emblem in your 
Neighborhood 


Standard Warranty 


We warrant cach new Radio Receiver and Speaker 
manufactured by us to be free from defects in material 
and workmanship under normal use and service, our 
obligation under this warranty being limited to making 
good at our factory or factory depots any part or parts 
thereof which shall, within ninety (90) days after de- 
livery of such Receiver to the original purchaser, be 
returned to us with transportation charges prepaid, 
and which our examination shall disclose to our satis- 
faction to have been thus defective; this warranty 
being expressly in Hew of all other warranties expressed 
or implied, and of all other obligations or liabilities on 
our part, and we neither assume nor authorise any 


representative or other person to assume for us any 
other liability in connection with the sale of our Re- 
ceivers or Speakers. 

This warranty shall not apply to any Recetver or 
Speaker which shall have been repaired or altered out- 
side of our factory or factory depots in any way so as, 
in our judgment, to affect its stability or reliability, nor 
which has been subject to misuse, negligence or accident}, 
nor which has had the serial number altered, effaced 
or removed. Neither shall this warranty apply to any 
Receiver or Speaker which has been connected other- 
wise than in accordance with the instructions fur- 
nished by “3. 


For Your Convenience 


RADIO PROGRAM GUIDES 
A New PHILCO Service 


Recommended radio program guides are issued—for free dis- 


tribution—by the Radio Institute of the Audible Arts, which 
was founded by PHILCO “to stimulate a wider and more 
active appreciation of good radio programs among the Ameri- 
can people.” 


Your PHILCO dealer will be glad to secure for you these 
valuable guides to the “best on the air.” 


PHILCO 


Part No. 889—4895—23M—6-36 


Printed in U.S, A. 


